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PHILIPS 


Interface specification 


Pin. No. 

Signal 

1 

STROBE 

2 

DATA 1 

3 

DATA 2 

4 

DATA 3 

5 

DATA 4 

6 

DATA 5 

7 

DATA 6 

8 

DATA 7 

9 

DATA 8 

10 

* 

11 

BUSY 

12 

Hr 

13 

* 

14 

GND 


* No Connection 



Philips Parallel printer 
interface VU0040 

For Philips VG8000 and other 
MSX home computers. 

This cartridge can be used in 
either cartridge slot. It is 
recommended however that you 
use the one in the rear which 
leaves the front slot free for 
other cartridges. 

■ Insert cartridge with label facing 
you. 

In the rear of the cartridge you 
will find a socket for your printer 
cable. 

Insert this cartridge only when 
your MSX home computer is 
switched off. 



PORTUGAL 8401C 

SN74LS374N 


Miwn 1A 4WS ^ 

4>$N74l$32N 


# S+P8324* 
DM74LS138N 
INS82LS05N 


74LS74AN 8414 


74LS125AH -A 
5**8445 -Y 














Address decoding 

The address decoding around the 74LS138 and IC1A is course: not only 90 and 91 are 
decoided but also all addresses 9X 











































































































































































